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Corrigendum
e/;izns'k xzkeh.k lM+d fodkl izkf/kdj.k Hkksiky }kjk tkjh ,l,lvkj ¼fnukad 1-5-12 ls ykxw½ ds v/;k; 9 esa vk;Ve dzekad 9-3 ls 9-10 esa vafdr fooj.k esa fuEukuqlkj la'kks/ku fd;k tk jgk gS &

	Chapter 9 - PIPE CULVERTS

	Item
No.
	Description (as per published SSR)
	
	Description (as per amendment)
	Unit
	Rate
(Rs.)

	9.3
	Providing and Laying Reinforced Cement Concrete Pipe NP3 (ISI Mark) as per design 
	 
	Providing and Laying Reinforced Cement Concrete Pipe NP3 (ISI Mark) as per design 
	 
	 

	 
	Providing and laying ISI mark reinforced cement concrete hume pipe NP3 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	Providing and laying ISI MARKED RCC HUME PIPE (S & S ENDS) CONFORMING TO IS : 458/2003 NP3 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	 

	 
	(A)
	1200 mm dia
	 
	(A)
	1200 mm dia
	m
	7,169.00

	 
	(B)
	1000 mm dia
	 
	(B)
	1000 mm dia
	m
	4,963.00

	 
	(C)
	900 mm dia
	 
	(C)
	900 mm dia
	m
	4,589.00

	 
	(D)
	800 mm dia
	 
	(D)
	800 mm dia
	m
	3,731.00

	 
	(E)
	700 mm dia
	 
	(E)
	700 mm dia
	m
	2,884.00

	 
	(F)
	600 mm dia
	 
	(F)
	600 mm dia
	m
	2,273.00

	9.4
	Providing and Laying Reinforced Cement Concrete Pipe NP3 Non ISI Mark as per design 
	 
	Providing and Laying Reinforced Cement Concrete Pipe NP3 Non ISI Mark as per design 
	 
	 

	 
	Providing and laying Non ISI mark reinforced cement concrete hume pipe NP3 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	Providing and laying RCC HUME PIPE (PLAIN ENDS NON ISI MARKED) CONFORMING TO IS : 458/2003 NP3 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	 

	 
	(A)
	1200 mm dia
	 
	(A)
	1200 mm dia
	m
	5,149.00

	 
	(B)
	1000 mm dia
	 
	(B)
	1000 mm dia
	m
	3,507.00

	 
	(C)
	900 mm dia
	 
	(C)
	900 mm dia
	m
	3,163.00

	 
	(D)
	800 mm dia
	 
	(D)
	800 mm dia
	m
	2,353.00

	 
	(E)
	700 mm dia
	 
	(E)
	700 mm dia
	m
	2,184.00

	 
	(F)
	600 mm dia
	 
	(F)
	600 mm dia
	m
	1,434.00

	9.5
	Providing and Laying Reinforced Cement Concrete Pipe NP4 ISI Mark as per design 
	 
	Providing and Laying Reinforced Cement Concrete Pipe NP4 ISI Mark as per design 
	 
	 

	 
	Providing and laying ISI mark reinforced cement concrete hume pipe NP4 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	Providing and laying ISI MARKED RCC HUME PIPE (S & S ENDS) CONFORMING TO IS : 458/2003 NP4 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	 

	 
	(A)
	1200 mm dia
	 
	(A)
	1200 mm dia
	m
	8,249.00

	 
	(B)
	1000 mm dia
	 
	(B)
	1000 mm dia
	m
	5,920.00

	 
	(C)
	900 mm dia
	 
	(C)
	900 mm dia
	m
	5,568.00

	 
	(D)
	800 mm dia
	 
	(D)
	800 mm dia
	m
	4,545.00

	 
	(E)
	700 mm dia
	 
	(E)
	700 mm dia
	m
	3,524.00

	 
	(F)
	600 mm dia
	 
	(F)
	600 mm dia
	m
	2,911.00

	9.6
	Providing and Laying Reinforced Cement Concrete Pipe NP4 Non ISI Mark as per design 
	 
	Providing and Laying Reinforced Cement Concrete Pipe NP4 Non ISI Mark as per design 
	 
	 

	 
	Providing and laying Non ISI mark reinforced cement concrete hume pipe NP4 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling,bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	Providing and laying RCC HUME PIPE (PLAIN ENDS NON ISI MARKED) CONFORMING TO IS : 458/2003 NP4 for culverts on first class bedding of granular  material in single row including  jointing  with cement mortar 1:2 but excluding excavation, protection works, backfilling,bedding, concrete and masonry works in head walls and parapets Clause 1106.
	 
	 

	 
	(A)
	1200 mm dia
	 
	(A)
	1200 mm dia
	m
	6,388.00

	 
	(B)
	1000 mm dia
	 
	(B)
	1000 mm dia
	m
	4,748.00

	 
	(C)
	900 mm dia
	 
	(C)
	900 mm dia
	m
	3,739.00

	 
	(D)
	800 mm dia
	 
	(D)
	800 mm dia
	m
	2,980.00

	 
	(E)
	700 mm dia
	 
	(E)
	700 mm dia
	m
	2,188.00

	 
	(F)
	600 mm dia
	 
	(F)
	600 mm dia
	m
	1,846.00

	9.7
	Providing & Laying ISI mark Cement Concrete hume Pipe (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	Providing & Laying ISI MARKED RCC HUME PIPE (S & S ENDS) CONFORMING TO IS : 458/2003 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	 

	 
	(A)
	NP3 Pipes 600 mm dia
	 
	(A)
	NP3 Pipes 600 mm dia
	m
	2,261.00

	 
	(B)
	NP3 Pipes 500 mm dia
	 
	(B)
	NP3 Pipes 500 mm dia
	m
	1,735.00

	 
	(C)
	NP2 Pipes 600 mm dia
	 
	(C)
	NP2 Pipes 600 mm dia
	m
	1,131.00

	 
	(D)
	NP2 Pipes 500 mm dia
	 
	(D)
	NP2 Pipes 500 mm dia
	m
	886.00

	9.8
	Providing & Laying Non ISI mark Cement Concrete hume Pipe (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	Providing & Laying  RCC HUME PIPE (PLAIN ENDS NON ISI MARKED) CONFORMING TO IS : 458/2003 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	 

	 
	(A)
	NP3 Pipes 600 mm dia
	 
	(A)
	NP3 Pipes 600 mm dia
	m
	1,466.00

	 
	(B)
	NP3 Pipes 500 mm dia
	 
	(B)
	NP3 Pipes 500 mm dia
	m
	1,349.00

	 
	(C)
	NP2 Pipes 600 mm dia
	 
	(C)
	NP2 Pipes 600 mm dia
	m
	841.00

	 
	(D)
	NP2 Pipes 500 mm dia
	 
	(D)
	NP2 Pipes 500 mm dia
	m
	715.00

	 
	(E)
	NP2 Pipes 300 mm dia
	 
	(E)
	NP2 Pipes 300 mm dia
	m
	399.00

	9.9
	Providing & Laying ISI mark Cement Concrete hume Pipe NP4 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets. 
	 
	Providing & Laying  ISI MARKED RCC HUME PIPE (S & S ENDS) CONFORMING TO IS : 458/2003 NP4 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets. 
	 
	 

	 
	500 mm dia
	 
	500 mm dia
	m
	2,080.00

	9.10
	Providing & Laying Non ISI mark Cement Concrete hume Pipe NP4 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	Providing & Laying RCC HUME PIPE (PLAIN ENDS NON ISI MARKED) CONFORMING TO IS : 458/2003NP4 (burried conduits) on first class bedding of granular material including fixing collar with cement sand mortar 1:2 but excluding excavation, protection works, backfilling, bedding, concrete and masonary work in head wall and parapets.
	 
	 

	 
	500 mm dia
	 
	500 mm dia
	m
	1,380.00
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